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Formwork systems

Formwork clamp
Formwork clamps with reliable self locking wedge system

Art.-No. Type for steel-Ø (mm) Packing qty.

20637 4 - 10 4 - 10 50

20638 Universal tensioning tool  1

Dufta IV
Formwork clamp with eccenter and internal spring for steel up to 10 mm. The steel is held in 
place by the toothed wedge in the formwork clamp.

Art.-No. Type for steel-Ø (mm) Packing qty.

8983 IV - galvanised ≤ 10 50

Spindelspanner Tensioner
galvanised. Applied to the clamp. Tension exerted by turning the handle.

Art.-No. Packing qty.

8884 1

Hebelspanner Tensioner
to apply tension via rebar steel. Compensates slip created by pouring.

Art.-No. Packing qty.

8880 1

Accessories

Form Tie rod
The safe way to tie wall formwork. Form tie rods have been specially developed for reinforced 
concrete and tying applications, offering an economical solution where threaded joints with 
nuts or couplers are required. Form tie rods are threaded along their entire length. Available 
with either flat hot rolled intermediate or cold rolled continuous thread. The thread form is a 
right hand thread, with a coarse pitch which is robust, self-cleaning and allows easy assembly 
on site.

Art.-No. Type Quality Thread
type

Working  
load (kN)

Packing  
qty.

20639 DG 15 / 17
hot rolled,  
intermediate

not weldable 90,0 6

20640 DG 15 / 17
hot rolled,  
intermediate 

weldable 90,0 6

20641 DG 15 / 17
cold rolled,  
continuous

weldable 85,0 6

Stock lengths of 6,0 m.

Intermediate sizes are available on request. Also available with 20/23 or 26/30 thread. Form tie rods are available with a 
galvanised or black finish

Working load according to DIN 18 216



102

Formwork systems

Plate rib washer/Counter plate
Reinforced counter plates made from high quality steel St37, to accommodate tie rods DG 
15/17. To be used with wing nuts or hexagon nuts. For use in both timber and steel formwork. 
Hot-dip-galvanised.

Art.-No. Type Size (mm) for steel-Ø (mm) Packing qty.

20644 DG 15 / 120 x 120 120 x 120 x 8 DG 15 / 17 50

20645 DG 15 / 140 x  70 140 x  70 x 8 DG 15 / 17 25

Hexagon nut
Hexagon nuts for use with tie rods DG 15. For use in both timber and steel formwork with plate 
rib washers, or to be used as bar connector. Galvanised and black finish available. 
Length 30 mm or 50 mm.

Art.-No. Type Length (mm) for steel-Ø (mm) Packing qty.

20646 DG 15 - 30 / 30 30 DG 15 / 17 250

20647 DG 15 - 30 / 50 50 DG 15 / 17 100

Other sizes available on request.

Wing nut
Wing nuts with either one or two wings, made from high quality cast iron, to accommodate 
tie rods DG 15/17. For use in both timber and steel formwork with plate rib washers. Hot dip 
galvanised or dyed.

Art.-No. Type for steel-Ø (mm) Packing qty.

20648 DG 15, Type 1 galvanised DG 15 / 17 100

20649 DG 15, Type 2 galvanised DG 15 / 17 100

Other sizes available on request.

Anchor nut
Anchor nuts with two wings, made from high quality cast iron to accommodate tie rods DG 
15/17. For use without counter plates in both timber and steel formwork. Hot-dip galvanised.

Art.-No. Type Plate Diameter (mm) for steel-Ø (mm) Packing qty.

20650 DG 15 - 100 mm 100 DG 15 / 17 25

Type 1

Type 2

Water barrier with disc
Water barrier with disc for water tight ties, made from high quality cast iron, to accommodate 
tie rods DG 15/17. Overall length 116 mm. Plastic couplers are also available.

Art.-No. Type Thread Length (mm) Packing qty.

20642 Water barrier DG 15 Disc DG 15 / 17 ca. 116  50

5412 Diku 22 250 / 2.500




































